1/2 
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1 1 




INSPECTION 
FIXTURE 









SPECIMEN 








PROCESSOR 





-C 



28 



SPECIMEN PORTION 
• 'H or jO> 




+ + + + 
* * * * 

>>>!> 
OOOO 



area 



2/2 



30 



AT INITIAL 
SITE, DO 



32 



OBTAIN IMAGE 



36 



OBTAIN 
SUBSEQUENT 
IMAGE WITHOUT 
STAGE MOVE 



i 



FROM FIRST 
IMAGE FRAME, 
GRAB FIRST 
TEMPLATE 



34 



38 



FROM SUBSEQUENT 
IMAGE FRAME, 
GRAB SECOND 

TEMPLATE, END DO 



40 



MOVE TO A 
NEW INSPECTION/ 
MEASUREMENT 
SITE 



42 



OBTAIN 
IMAGE 



I 



44 



COMPARE TO 
FIRST 
TEMPLATE 



56 



CONVENTIONALY 
EXECUTE "RECIPE" 
TO INSPECT 
OR MEASURE 



n 



RETURN 
PASS" AND 
CONTINUE 




58 



54 



EXECUTE STAGE 
SEARCH; GRAB 
IMAGE Sc COMPARE 
WITH SECOND 
TEMPLATE 



START STAGE 

SEARCH: 
COMPARE TO 
SECOND 
TEMPLATE 



YES 



I 



52 



RETURN 
"FAIL" 



